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The Retro-fit Camstopper allows low-
cost conversion of old style stoppers
to perform as Camstoppers.

Remove the wing-nut from an existing
stopper (not supplied) and replace
with the lever and cam assembly.

An adaptor plate/disc (supplied) ensures
efficient operation of the Cam heel.

Available for 4”/100mm and 6”/150mm
stoppers.

The large Retro-fit Camstopper is made
from galvanised steel and permanently
converts large diameter stoppers to the
benefits of Camstoppers.

Remove the wing-nut from an existing
stopper (not supplied) and replace
with the lever and cam assembly.

Available for 9”/225mm, 12”/300mm,
15”/375mm, 18”/450mm,
21”/575mm  24”/600  27”/675mm
and 30”/750mm stoppers.

The original Camstopper product.

A strong durable design, suitable for
4”/100mm and 6”/150mm drains and
sewers.

For quick installation and non man-
entry retrieval.

For more information contact

TMRetro-fit

TMlarge Retro-fit

TM

G u i d e  c h a r t  f o r  G r a v i t y  S e w e r s

Civil Engineering
Specification for
the Water Industry
(CESWI) 5th edition
Sewers for Adoption
Sewers for Scotland

Building Regulations 1991:
Approved Document H

Building Standards
(Scotland) Regulations
1990 (Part M)

100mm head of
water on U tube

Guide - 10 mins

100mm head of
water on U tube

Guide - 10 mins
Stabilisation period
after charge,
before testing

Result Pass - Level above
75mm after 5 mins

Pass - Level above 75mm
after 5 mins or 38mm for
a 50mm gauge

Test pressure not less
than 1.2m (measured
from the pipe soffit) at
the highest point.

Test pressure not more
than 6m (measured from
the pipe soffit) at the
lowest point.

Minimum Specified - 2 hrs

Test pressure not less
than 1.5m (measured
from the pipe invert) at
the highest point.

Test pressure not more
than 4m (measured from
the pipe invert) at the
lowest point.

Minimum Specified - 2 hrs

Restore head of Water

Absorbtion period
after charge,
before testing

Total quantity of
water added over
a 30 minute
period at five
minute intervals

Pass - is less than 0.5l
per lin.m per metre of
nominal diameter

Pass - Less than 0.05litre
per lin.m of 100mm drain
(64mm/m)* and 0.08litre
per lin.m of 150mm drain
(4.5mm/m)*

*fall measured in a vertical stand pipe of same diameter as the drain under test

AIR TEST

Restore pressure head in manometer

Failure - to pass the air test shall not preclude acceptance
of the pipeline if a successful water test can subsequently
be carried out in accordance with criteria set out below

WATER TEST

Air and Water Test Specification Guide

Sewers up to and including 750mm nominal diameter shall be tested by air
or water, sewers greater than 750mm by visual examination

WATER TEST - MAXIMUM ADDED WATER

Sewer Length (m)
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Pipe diameter
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675mm
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